
Head Studs

6.0L Powerstroke  ARP2000, inner row M8 head bolts 
sold separately

250-4202

6.0L Powerstroke  Custom Age 625+, inner row M8 
head bolts included

250-4205

6.0L Powerstroke head bolts, M8, inner row only 250-4206

6.4L Powerstroke  ARP2000 250-4203

6.7L Powerstroke  ARP2000 250-4301

6.9L International 150-4069

7.3L International (1988-94)  ARP2000 250-4204

7.3L Powerstroke (1993-03)  ARP2000 250-4201

Main Studs

6.0L Powerstroke 150-5801

6.4L Powerstroke 150-5802

6.7L Powerstroke  ARP2000 250-5802

7.3L Powerstroke (1993-03) 250-5801

Rod Bolts

6.0L & 6.4L Powerstroke  ARP2000 250-6301

7.3L Powerstroke PM rod (2001-2003)  ARP2000 250-6302

Flywheel Bolts UHL Thread

6.0L & 6.4L Powerstroke  
(single mass flywheel) 2.015 M10 x 1.0 150-2802

6.7L Powerstroke 1.825 M12 x 1.25 150-2801

Flexplate Bolts UHL Thread

6.0L & 6.4L Powerstroke 1.275 M10 x 1.0 150-2902

6.7L Powerstroke 1.825 M12 x 1.25 150-2901

Crank Flange Adapter 
Bolts UHL Thread

6.4L Powerstroke 0.700 M12 x 1.25 150-2506

Harmonic Damper Bolts

6.0L & 6.4L Powerstroke 150-2505

6.7L Powerstroke 150-2504

Ring Compressors

3.740˝ 899-7400 4.080˝ 900-0800

3.750˝ 899-7500 4.090˝ 900-0900

3.760˝ 899-7600 4.130˝ 900-1300

4.060˝ 900-0600 4.140˝ 900-1400

4.070˝ 900-0700 4.155˝ 900-1550

4.075˝ 900-0750 4.212˝ 900-2125

updated 2015-01-05

Diesel Kit Quick Reference


